Deck Information

Supplement
County of
Grande Prairie No. 1 ,
Alberta, Canada Permit Number:
10001 — 84™ Avenue, Clairmont, AB T8X 5B2 )
Phone: 780.513.3950 | Fax: 780.539.7686 | Roll Number:

plan@countygp.ab.ca

The Following information is to accompany the Building Permit Application. This information is the minimum that is
required for a Deck Permit Application. This form may be used in lieu of providing a detailed package of drawings;
please provide additional details if the structure is not a standard single level deck.

Is the Deck a YES NO
“package”? O O

If yes, the supplier is

Construction Details:

General

Deck Size & Area (sqft):

Guardrail Height:

Ground Height:

Structural

Joint Size & Spacing:

Maximum Joist Span:

Joist Cantilever:

Beam Size:

Beam Span:

Post Size Distance Apart:

Foundation Type (Piles shall be engineered):

Diameter & Depth of Foundation:

Stairs

Handrail Height: (minimum of 32’ for Decks up to 6’ high 42’ for Decks 6’ or higher)

[] Steps must be uniform and even
[ ] Maximum star rise is 200 mm (7.875")

(] Minimum stair tread is 235 mm (9.25")
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SAE measurements are information only and do not constitute the building Code Requirement; Building Code
requirements are metric.
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